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Mitigation Monitoring and Reporting Program 
This document constitutes the Mitigation Monitoring and Reporting Program (MMRP) for the 
United Water Conservation District’s (United’s) Pumping Trough Pipeline Recycled Water 
Connection, Laguna Road Pipeline Project (project). CEQA requires that a reporting or monitoring 
program be adopted for the conditions of project approval that are necessary to mitigate or avoid 
significant effects on the environment (Public Resources Code 21081.6). This MMRP is intended to 
track and ensure compliance with adopted mitigation measures during the project implementation 
phase. For each mitigation measure required in the Initial Study – Mitigated Negative Declaration 
(IS-MND), specifications are made herein that identify the action required, the monitoring that must 
occur, and the agency or department responsible for oversight.
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Mitigation Measure/ 
Condition of Approval Action Required Monitoring Timing 

Monitoring 
Frequency 

Responsible  
Agency 

Com-
pliance 
Verifi-
cation 
Initial 

Com-
pliance 
Verifi-
cation 
Date 

Com-
pliance 
Verifi-
cation 

Comments 
Air Quality        
AQ-1: Construction Equipment Emissions        
All off-road diesel-powered construction 
equipment greater than 50 horsepower shall 
meet the Tier 4 emission standards during 
demolition and grading phases of 
construction. In addition, all construction 
equipment shall be outfitted with best 
available control technologies (BACT) devices 
certified by CARB. Any emissions control 
device used by the contractor shall achieve 
emissions reductions that are no less than 
what could be achieved by a Level 4 diesel 
emissions control strategy for a similarly 
sized engine as defined by CARB regulations. 
A copy of each unit’s certified tier 
specification, BACT documentation, and CARB 
or VCAPCD operating permit shall be 
provided to United at the time of 
mobilization of each applicable unit of 
equipment. 

Include construction 
equipment requirements in the 
construction contractor 
specifications. 
 
 
Ensure the necessary 
documentation is submitted to 
United. 
 

Prior to issuance of 
construction bid 
packages for 
construction activities.  
 
During construction at 
the time of 
mobilization of each 
applicable unit of 
equipment. 

Once. 
 
 
 
 
As needed. 

United 
Water 
Conservatio
n District 
(UWCD) 

   

Biological Resources        
BIO-1: Aquatic Resources General Best 
Management Practices 

       

Construction personnel should adhere to the 
following general BMP requirements in 
Revolon Slough: 
 Fueling of equipment shall not occur 

within 50 feet of the Revolon Slough 
channel, and equipment shall be 
thoroughly inspected before use near the 
channel to ensure equipment is leak-free 
and in good working condition. In 

Include the best management 
practices included in MM BIO-1 
in the construction contractor 
specifications. 
 
Ensure compliance during 
construction. 

Prior to issuance of 
construction bid 
packages for 
construction activities. 
 
During construction. 

Once. 
 
 
 
 
As needed. 

UWCD    
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Mitigation Measure/ 
Condition of Approval Action Required Monitoring Timing 

Monitoring 
Frequency 

Responsible  
Agency 

Com-
pliance 
Verifi-
cation 
Initial 

Com-
pliance 
Verifi-
cation 
Date 

Com-
pliance 
Verifi-
cation 

Comments 
addition, the contractor shall have a spill 
prevention and cleanup plan, which 
would include spill prevention materials 
and equipment readily available on site 
and prompt notification to United if a spill 
occurs. 

 Truck loads and spoil stockpiles shall be 
covered to minimize potential stormwater 
pollution and air-borne dust. 

 All food-related trash items, such as 
wrappers, cans, bottles, and food scraps 
generated during project construction 
shall be disposed of in closed containers 
only and removed daily from the project 
site. 

 Materials shall be stored on impervious 
surfaces or plastic ground covers to 
prevent any spills or leakage and shall be 
at least 50 feet from drainage features. 

 Construction materials and spoils shall be 
protected from stormwater runoff using 
temporary perimeter sediment barriers 
such as berms, silt fences, fiber rolls, 
covers, sand/gravel bags, and straw bale 
barriers, as appropriate. 

 While encounters with special-status 
species are not likely or anticipated, any 
worker who inadvertently injures or kills a 
special-status species or finds one dead, 
injured, or entrapped shall immediately 
report the incident to the on-site 
construction foreman, who shall then 
promptly notify United’s Environmental 
Services Department. The Environmental 
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Mitigation Measure/ 
Condition of Approval Action Required Monitoring Timing 

Monitoring 
Frequency 

Responsible  
Agency 

Com-
pliance 
Verifi-
cation 
Initial 

Com-
pliance 
Verifi-
cation 
Date 

Com-
pliance 
Verifi-
cation 

Comments 
Services Department shall notify the 
relevant resource agency (i.e., California 
Department of Fish and Wildlife, United 
States Fish and Wildlife Service, or 
National Marine Fisheries Service) 
depending on the state or federal-listing 
status of the species encountered. 

BIO-2: Pre-Activity Biological Survey 
Before any activities involving the operation 
of the blow-offs, United’s Environmental 
Services Department staff or a qualified third-
party consultant shall conduct a pre-activity 
survey to determine if any special-status 
species are established within Revolon Slough 
where they might be susceptible to impacts 
from scour. If discharged pipeline water from 
the blow-offs might cause scouring of the 
channel and impact special-status species, 
blow-off operations shall be postponed until 
such species are no longer present. If blow-
off operations cannot be postponed, 
qualified biologists shall relocate any special-
status species away from areas that are 
subject to scour. In the case of federal or 
state-listed species, relocation shall be 
carried out in accordance with regulatory 
authorizations issued under the ESA and/or 
CESA, Fish and Game Code §§ 1002, 1002.5, 
1003, and/or Cal. Code Regs., tit. 14, § 650. 

Have a qualified United 
Environmental Services 
Department staff person or a 
qualified third-party consultant 
conduct a pre-activity survey 
and relocate special-status 
species when necessary. 
 
 

Before pipeline 
dewatering and blow-
off activities.  

As needed. 
 

UWCD    
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Mitigation Measure/ 
Condition of Approval Action Required Monitoring Timing 

Monitoring 
Frequency 

Responsible  
Agency 

Com-
pliance 
Verifi-
cation 
Initial 

Com-
pliance 
Verifi-
cation 
Date 

Com-
pliance 
Verifi-
cation 

Comments 
BIO-3: Nesting Birds 
To avoid impacts to nesting birds, project-
related activities shall occur outside of the 
bird breeding season (February 1 to August 
31) to the extent practicable. If construction 
must occur within the bird breeding season, 
then no more than 14 days prior to initiation 
of ground disturbance and/or vegetation 
removal in areas with potential to support 
nesting birds (i.e., near the eucalyptus groves 
or pepper tree groves vegetation 
communities, or the ornamental landscaping 
land cover type), a nesting bird pre-
construction survey shall be conducted by a 
qualified biologist within the disturbance 
footprint plus a 100-foot buffer (300-feet for 
raptors if suitable raptor habitat is present), 
where feasible. As the proposed project is 
anticipated to occur in a linear fashion along 
the alignment, multiple pre-construction 
nesting bird surveys may be necessary to 
ensure nest avoidance. Pre-construction 
nesting bird surveys shall be conducted 
during the time of day when birds are active 
and shall factor in sufficient time to perform 
this survey adequately and completely. A 
report or email of the nesting bird survey 
results, if applicable, shall be submitted to 
the United project manager for review and 
approval prior to ground and/or vegetation 
disturbance activities. 
 
If nests are found, their locations shall be 
flagged. An appropriate avoidance buffer 

Schedule construction 
activities to commence outside 
the general bird nesting season 
(September 1 to January 31) if 
feasible. 
 
If project construction 
commences within the general 
bird nesting season (February 1 
to August 31), retain a 
qualified biologist to conduct a 
pre-construction nesting bird 
survey and establish buffer 
areas, if necessary. 
 
 
 
Verify compliance with 
avoidance requirements.  

Prior to construction.  
 
 
 
 
 
No more than 14 days 
prior to site 
disturbance. 
 
 
 
 
 
 
 
 
During construction. 

Once. 
 
 
 
 
 
As needed 
along the 
project site 
alignment, 
and as 
needed if 
work pauses 
for more than 
14 days.  
 
 
 
As needed.  

UWCD    
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Mitigation Measure/ 
Condition of Approval Action Required Monitoring Timing 

Monitoring 
Frequency 

Responsible  
Agency 

Com-
pliance 
Verifi-
cation 
Initial 

Com-
pliance 
Verifi-
cation 
Date 

Com-
pliance 
Verifi-
cation 

Comments 
ranging in size from 25 to 50 feet for 
passerines, and up to 300 feet for raptors 
depending upon the species and the 
proposed work activity, shall be determined 
and demarcated by a qualified biologist with 
bright orange construction fencing or other 
suitable flagging. Active nests shall be 
monitored at a minimum of once per week 
until it has been determined that the nest is 
no longer being used by either the young or 
adults. No ground disturbance shall occur 
within this buffer until the qualified biologist 
confirms that the breeding/nesting is 
completed, and all the young have fledged. If 
project activities must occur within the 
buffer, they shall be conducted at the 
discretion of the qualified biologist. If no 
nesting birds are observed during pre-
construction surveys, no further actions 
would be necessary. 
Cultural Resources 
CUL-1: Unanticipated Discovery of Cultural Resources 
In the event that archaeological resources are 
unexpectedly encountered during ground-
disturbing activities, work within 50 feet of 
the find shall halt and the construction 
contractor must contact United’s project 
manager immediately. United will contract an 
archaeologist meeting the Secretary of the 
Interior’s Professional Qualifications 
Standards for archaeology immediately to 
evaluate the resource. If the resource is 
determined by the qualified archaeologist to 
be prehistoric, then a Native American 

Require in the construction 
contract that work be halted 
upon discovery of an 
archaeological resource. 
 
Retain a qualified archaeologist 
to evaluate the find and 
prepare a data recovery plan, if 
warranted. 
 

Prior to start of 
construction.  
 
 
 
As needed.  
 
 
 
 

Once.  
 
 
 
 
As needed.  
 
 
 
 

UWCD    
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Mitigation Measure/ 
Condition of Approval Action Required Monitoring Timing 

Monitoring 
Frequency 

Responsible  
Agency 

Com-
pliance 
Verifi-
cation 
Initial 

Com-
pliance 
Verifi-
cation 
Date 

Com-
pliance 
Verifi-
cation 

Comments 
representative shall also be contacted to 
participate in the evaluation of the resource. 
If the qualified archaeologist and/or Native 
American representative determines it to be 
appropriate, archaeological testing for CRHR 
eligibility shall be completed. If the resource 
proves to be eligible for the CRHR and 
significant impacts to the resource cannot be 
avoided via project redesign, a qualified 
archaeologist shall prepare a data recovery 
plan tailored to the physical nature and 
characteristics of the resource, per the 
requirements of the California Code of 
Regulations (CCR) Guidelines Section 
15126.4(b)(3)(C). The data recovery plan shall 
identify data recovery excavation methods, 
measurable objectives, and data thresholds 
to reduce any significant impacts to cultural 
resources related to the resource. Pursuant 
to the data recovery plan, the qualified 
archaeologist and Native American 
representative, as appropriate, shall recover 
and document the scientifically consequential 
information that justifies the resource’s 
significance. United shall review and approve 
the treatment plan and archaeological testing 
as appropriate, and the resulting 
documentation shall be submitted to the 
regional repository of the California Historical 
Resources Information System, per CCR 
Guidelines Section 15126.4(b)(3)(C). 

Contact a locally-affiliated 
Tribe if the find is prehistoric. 
 
Review and approve the 
archaeological testing and 
treatment plan. 

As needed.  
 
 
 
 
As needed.  

As needed.  
 
 
 
 
As needed. 
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Mitigation Measure/ 
Condition of Approval Action Required Monitoring Timing 

Monitoring 
Frequency 

Responsible  
Agency 

Com-
pliance 
Verifi-
cation 
Initial 

Com-
pliance 
Verifi-
cation 
Date 

Com-
pliance 
Verifi-
cation 

Comments 
Geology and Soils 
GEO-1: Unanticipated Discovery of Paleontological Resources 
In the event a fossil is discovered during 
construction of the project, ground 
disturbance within 50 feet of the find shall be 
temporarily halted and the construction 
contractor must contact United’s project 
manager immediately. United will contract a 
Qualified Professional Paleontologist to 
examine the discovery. United shall include a 
standard inadvertent discovery clause in 
every construction contract to inform 
contractors of this requirement. If the find is 
determined to be significant, United shall 
retain a Qualified Professional Paleontologist 
to direct all mitigation measures related to 
paleontological resources. The Qualified 
Professional Paleontologist shall design and 
carry out a data recovery plan consistent with 
the SVP (2010) standards. 

Require in the construction 
contract that work be halted 
upon discovery of a 
paleontological resource. 
 
Retain a qualified 
paleontologist to evaluate the 
find and identify appropriate 
mitigation measures, if 
warranted. 

Prior to construction.  
 
 
 
 
As needed.  

Once.  
 
 
 
 
As needed. 

UWCD    

 


